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i PRESTIGE CHAMBERS, 1ST FLOOR, KALYAN ST., MASJID (E), MUMBAI - 400 009.
TEL. : 2374 0268 / 0272/ 0116 « FAX : 2374 1989
E-mail : bomum@nsic.co.in * Website : http://www.nsic.co.in

I SRS THTOT-aS

GOVT. PURCHASE ENLISTMENT CEKTIFICATE

Renewal due on 27/04/2014

Ref.No: NSIC/MUM/GP/RS/ C-167/ MH Date: 21/02/2012
Factory Address:
M/S. CHEM-VERSE CONSULTANTS Plot No. 24
(INDIA) PVT.LTD. Panvel Co-op.Industrial Estate,

120/5, Jasood Bhavan,

[Panvel,Tal.Panvel,
P.0.N0.6791,SION(West),

Dist.: Raigad.
MUMBAI-400022.
Tel .No. :022-24095503/24033387 Iz=-mail : sales@chemverse.com
Fax No : 022-24097858 Website: www.chemverse.com

Category Code Nature : E Gender: G Status: S Class: G Area : G

Certificate of Regn. Under Single Point

Name (s) of Directors:- Registration Scheme. Units registered under
1.Shri Nitnain C.Mavani this scheme are considered to be at par with
2.Mrs. Bharati N.Mavani those registered directly with DGS & D.

3.Shri Anagh N.Mavani

Constitution Code: 02.
Govt. Purchase Registration No: NSIC/MUM/GP/RS/ C-167/MH Date: 13/12/2001.

Turnover: Year 2008-09 Rs.347.03 Lac

2009-10 Rs.378.58 Lac. Monetary Limit: Rs.210 .00 Lac.
2010-11 Rs.535.28 Lac.

Your name has been registered as a SSI unit eligible for participation in the Central
Government Stores Purchase Programme as per the Single Point Registration
Scheme for the following items / Stores:-

Sr. | Name of Stores | Specification to which stores | Qualitative Quantitative
No. are manufactured Capacity. Capacity
(P. M.)

As per Annexture

(Issued in lieu of Old Certificate of even no. dt.23/03/2010) \ ,

(SANJAY RAUTELA) ,
SENIOR BRANCH MANAGER

Conditions overleaf
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TEL. : 2374 0268 / 0272/ 0116 * FAX : 2374 1989

E-mail : bomum@nsic.co.in » Website : http://www.nsic.co.in

Annexure to Govt. Purchase Enlistment Certificate No. NSIC/ MUM / GP/ RS/C-167/ MH
Dt. 13/12/2001 issued to M/s. Chem-Verse Consultants (India) Pvt. Ltd., Plot No. 24,

Panvel Co-op. Indl. Estate, Panvel, Dist: Raigad.
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ANNEXURE-I
Sr. Name of Stores Specification to Qualitative Quantitative
No. which stores Capacity Capacity
are (P. M.)
manufactured
1. | Industrial Aerosol Preparation:
a) | Synthetic Lubricants Kinematic viscocity @ 40° C
(ester,silicon,polyolefin CST-10-22 Packed in 250 ml.
e base) 500ml Aerosol tin.
b) | Anti Corrosive Coating Flash point-min 10° C Packed
(Expoxy,Urethin base) in 550 ml.Aerosol tin.
c) | Lubricating coating Kinematic viscocity @ 40° C
(Teflon,Graphite Base) CST-0.7-3.5 Packed in550ml.
Aerosol tin
d) | Electric contact cleaner Kinematic viscocity @ 40° C
CST-0.3-0.9 Packed in250,
As per 550 ml. Aerosol tin.
e) | Synthetic Mould Customer’s Kinematic viscocity @ 40° C 2600
Release Agent (silicon / Specification | CST-1.0-3.0 Flash point Nos.each
Non Silicon base) below 10° C Density @ 15° C P.M.
gm/ml 0.85-0.90 Packed in
550 ml. Aerosol tin
f) | Anti-Static Flash point below
agents(Ester-base) 25° C Kinematic viscocity @
40° C CST-1.5-3.5 Density
@15° C 0.78-0.85 packed in
550 ml. Aerosol tin.
g) | Coating Formulation Dieletric strength 30 KV/MM
such as Die Electric Density @ 15° C - 1.0,250 &
Coating (Silicon,Acrylic 550ml. [Packed in Aerosol tin
Base)
h) | CRACK DETECTOR Flash point Below
(Petroleum base). 10° C Density @ 18° gm/ml
0.80-0.20 Packed in : 250
ml.aerosol tin
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PRESTIGE CHAMBERS, 1ST FLOOR, KALYAN ST., MASJID (E), MUMBALI - 400 009.
TEL. : 2374 0268 / 0272/ 0116 * FAX : 2374 1989 .
E-mail : bomum@nsic.co.in * Website : http://www.nsic.co.in
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Annexure to Govt. Purchase Enlistment Certificate No. NSIC/ MUM / GP/ RS/C-167/ MH
Dt. 13/12/2001 issued to M/s. Chem-Verse Consultants (India) Pvt. Ltd., Plot No. 24,

Panvel Co-op. Indl. Estate, Panvel, Dist: Raigad. (ANNEXURE-I
Sr. Name of Stores Specification Qualitative Quantitative
No. to which Capacity Capacity

stores are (P.M.)
manufactured

2. | Aerosol formulation/product such as :

Aerosol Paints(White,Red,Blue, Sp.Gr@ RT: 1.0-1.5

Black & Silver etc. KV.@ 40° C, CST : 5-10

Contact Cleaner for |

Electrical,Electronic | IBP ° C : 50-65

components(Armclean, Dry Point ° C:80-95 Flash

Electroclean & point : below 10°

Electrolube)(Chlorinated
Petroleum /Polar solvent based)

| Anticorrosive Zink surface Sp.Gr @ RT : 0.800-0.900
Coating (Galvanizing Solid Content % wt:17-22
spray)(Zinc & Aluminium Base)
Rust Remover & Protector Sp.Gr@ RT°C : 0.78-
(Multilube)(solvents, As per 0.82 Flash point : Min 43 2600
Cleaners & customer’s Nos.each
additives,chlorinated, S P.M

pecn. M.
petroleum solvent base)
Conformal coating for printing Sp.Gr @ RTRT° C : 0.88-
circuit (PCB - 500) 0.91
(Modified Acrylic Resin base) Solid Content %wt:13.0-
17.0

Red Insulating Varnish Sp.Gr @ RT : 1.0-1.20
(Modified phenolic Resin Base) solid content % wt:32-40
Multipurpose Mold Relase Sp.Gr @ RT : 1.30-1.40
Agent (Silcolease MP) (Silcon | KV.@
base Oil, Synthetic Easter 40)° C,CST: 0.20-3.50
base)(Syntholease) '
Dielectric Sealant cum | Sp.Gr @ RT : 1.0-1.5
lubricant(Silcolube)(Silicon KV.@
compound base) 4)° C,CST: 4.0 -15.0
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Annexure to Govt. Purchase Enlistment Certificate No. NSIC/ MUM / GP/ RS/C-167/ MH
Dt. 13/12/2001 issued to M/s. Chem-Verse Consultants (India) Pvt. Ltd., Plot No. 24,

Panvel Co-op. Indl. Estate, Panvel, Dist: Raigad. . (ANNEXURE-I
-3-
Sr Name of Stores Specification Qualitative Quantitative
No to which Capacity Capacity
stores are (P.M.)
manufactured
Spray able Grease(Viscolube Sp.Gr @ RT : 1.10-1.20
T)(polymer Oil Blend base) KV.@ 40° C,CST: 10.0 - 22.0
Paint Remover Sp.Gr @ RT : 1.20-1.40 ‘
(Methylene Chloride / Solvent As per Flash Point ° C, Non 2600
base) Customer’s Flammable Nos.each
Dry film lubricant . specification | Sp.Gr @ RT: 1.30-1.40 K.V. P.M.
(MOLYBOND)(Molybdenum @40° C,CST: 1.50 - 3.50
‘Disulphide base)
Rust Preventive liquid Density: 0.80 — 0.83 K.V.
(Anti Rust)(Petroleum base) @40° C,CST: 1.50 — 2.50
Il. | Bulk Formulation:- -
Lubricating Oil/Release Kinematic Viscocity @40° C,
Agent(Petroleum Oil Base) CST: 21-27 Packed in 25-200
Ltrs. Drum.
Synthetic High temperature Dry Point 191° C-232° C
Multipurpose Grease A Packed in 1 Kg., 12kg.jar.
oL - s per
(Btllﬂ];lr':d?lii: . ohas Customer's 5 ity: @15°C 0.85-0.90 | 2300Nos
High performance specification |\ \, " @40° Cc,cST: 1.00-3.00 | °3chP-M.
cleaner(Aquakleen)
(Surfactants,water base)
Synthetic compressor oil Density: @ 15°C 0.93 -0.98
(Complube 280)(Complex K.V. @40° C,
ester Blend oils base) CST:65-75
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( A Government of India Enterprise)

TEL. : 2374 0268 / 0272/ 0116 * FAX : 2374 1989 _
E-mail : bomum@nsic.co.in * Website : http://www.nsic.co.in
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PRESTIGE CHAMBERS, 1ST FLOOR, KALYAN ST., MASJID (E), MUMBAI - 400 009.

Annexure to Govt. Purchase Enlistment Certificate No. NSIC/ MUM / GP/ RS/C-167/ MH
Dt. 13/12/2001 issued to M/s. Chem-Verse Consultants (India) Pvt. Ltd., Plot No. 24,

Panvel Co-op. Indl. Estate, Panvel, Dist: Raigad. .
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(ANNEXURE-I

Sr
No

Name of Stores

Specification
to which
stores are
manufactured

Qualitative
Capacity

Quantitative
Capacity
(P.M.)

Hydraulic Oil
(Hylube)(Petroleum & ester
Oil base)

Semi-Synthetic Gear Oil
(Gearlube) (Ester &
Petroleum oil base)

“Anti Seize Compound (Moly

& Graphite blend base)

Bird Gel (Vegetable Oil
base)

Drill pipe Thread -
compound
(Zinc,Lead.Copper,Alumimi
um.Metallic comp[found
base)

Cleaner and Degreaser
(Aquadegreaser)(Alkali,
Sulphate & Phosphate)

As per
Customer’s
specification

Density: @ 15° C 0.84 — 0.88
K.V. @40° C,CST: 40.0 — 50.0

Density: @ 15° C 0.87 - 0.91
K.V. @40° C,CST: 215 - 225

4900

Drop Point ° C : Min.240
sp.GR @ RT : 0.93 -0.97

Nos.each
P.M.

sp.Gr @ RT 0.95 -0.98 Flash
point° C : Min 170

Drop Point ° C : Min. 190
Flash point ° C : Min 200

Sp.GR@RT: 1.0 - 1.15 pH
:10-13
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ANNEXURE-I
Sr. Name of Stores Specification Qualitative Capacity Quantitati
No. to which ve
stores are Capacity
| manufactured. - (P.M.)
1. | Antiwear Hydraulic Oil Density @ 15% KV @
VG-32, 46, 68, 100 40°C cst 30-190
2. | Oil OM-33 (Oil Mineral) Density at 15 ° C Flash
Point C min 180
3. | Gun Lubricant Oil OX-52 Density @ 15 ° C flash 23,000
point C° min 140 Ltrs.
4. | Refrigeration Oil, 22, 32, KV @ 40°C cst 19.8-100
| 46, 68, 100 Flash Point 140°C
5. | Compressor Qil 22, 32, Viscosity 20-120 Flash
46, 68, 100, 150, 220 Point 140 ° C min.
6. | Iso Propyl Alcohol Density @ 15°C 0.77 to
As per 0.81 IB P° C 80-83
7. i i °C1.44 -
Trichloroethylene Customer egtsolgty@ @1 53 ) °CC1 I:;M 11,000
Specification. Cup Ltrs.
8. | Solution Rust Density 1.4 Colour Clear
Remover DEF 37
9. | Petroleum Jelly Melting Point min 40° C
TAM mg KOH/ Gram max
: 0.1
10. | Antiseize Compound Drop Point C min100°C
ZX 38 Penetration Work 200-300 8009 Kas
11. | Thread Lock Penetration 290-320 Drop gs.
Compound for Drill Point 190 ° C min
12. | Zinc based Drill Pipe Drop Point 190 ° C min
Thread Compound Penetration 290-320
TCZ-50
...0...
% A
) (%
h Authorised Signatory
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E-mail : bomum@nsic.co.in « Website : http://www.nsic.co.in

Annexure to Govt. Purchase Enlistment Certificate No. NSIC/ MUM / GP/ RS/C-167/ MH
Dt. 13/12/2001 issued to M/s. Chem-Verse Consultants (India) Pvt. Ltd., Plot No. 24,

Panvel Co-op. Indl. Estate, Panvel, Dist: Raigad ANNEXURE-I
-6-
Sr Name of Stores Specification Qualitative Quantitative
No to which Capacity Capacity
stores are
manufactured
13. | Supply & Application of Specific Gravity @ 0.950--- 1000 kg
CVC BIRD GEL 0.980 Copper strip corrosion | each Per
@ 100°c: Not worse than 1 month on
single shift
basis
14. | CVC OIL OM-750 Kinematic Viscosity @40°C,
CST:612----748 Viscosity
Index:Min 80
15. | SYNOL GEARLUBE SP- K.V.@40°C:310----330 Vi:Min
320 90 TAN mgKOH/gm:Max 1.5
As per 4900
16. | SYNOL REFROL- Customers Flash Point: °C:Min 140 Ltrs/Kg
300/150 Specification | K.V.@40°C, CST:28---36 TAN | each Per
- mgKOH/gm Max0.1, month on
17. | SYNOL HYLUBE-68 AW K.V.@40°C:58----78 single shift
VI:Min 80 basis
TAN mgKOH/gm:Max 1
18. | SYNOL 15W-40 ENGINE K.V.@100°C:14.5----16.5
OIL VI:Min 120 TBN
| mgKOH/gm:Min 9 -
19. | SYNOL HYLUBE 100 K.V.@40°C:90---100
VI:Min 80
TAN mgKOH/gm:Max 1
20. | SYNOL GEARLUBE Kinematic Viscosity
75WI90 @100°C,
CST:13.5----24.0 Viscosity
Index:Min 85 Copper strip
corrosion @121°C/1 hr:
Not worse than 2

Govt,
Py:chase ) =
Sootion
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Annexure to Govt. Purchase Enlistment Certificate No. NSIC/ MUM 1 GP/ RSIC-167/ MH
Dt. 13/12/2001 issued to M/s. Chem-Verse Consultants (India) Pvt. Ltd., Plot No. 24,

Panvel Co-op. Indl. Estate, Panvel, Dist: Raigad.
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ANNEXURE-!

Sr

| No

Name of Stores

Specification to
which stores
are
manufactured

Qualitative
Capacity

Quantitative
Capacity

21,

SYNOL 10 W40

22,

CVC MULTILUBE

i 23.

cve
AQUADEGREASER-01

As per
Customers
Specification

24,

CVC ARMCLEAN-664

25.

CVC MULTILUBE DEF-
37 :

26.

CVC ON-77

27,

" CVC AFC-100

28,

SYNOL SILCOLUBE
GREASE

K.V.@100°C:12.5---15.5
ViI:Min 120
TBN mgKOH/gm:Min 8

Specific Gravity :0.78 to 0.82
K.V.@25°C, CST: 2.00 to
3.00 IBP°C: Minimum 149°C
Volatile Matter % Wt:
Maximum 78% Non Volatile
matter% wt:Minimum 22%

Specific Gravity :0.80+/_0.2
Flash Point:Min 35
PH{10% Solution):6.6---7.0

Density Lower Layer---
1.17--1.180
Upper Layer---10.9 ---11.1

Sulphates,%Wt:Max 0.20
Chlorides%Wt: Max 0.10
Rate of attack in mild steel
calculated as loss of mass
of test panel,g/dm*:Kax0.3
Phosphoric acid,%

Wt:Min 60

Flash Point°C:Above 230°C
Refractive Index:1.458 to
1.463 @ RT Specific Gravity
@:1.2 +/-0.01

Specific Gravity :1.030----
1.050 PH:9.0---11.0

Specific Gravity :0.98---1.10
TAN mg KOH/gm:Max 1.0

4900
Ltrs/Kg
each Per
month on
single shift
basis

1
i
H
i
H
H
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Annexure to Govt. Purchase Enlistment Certificate No. NSIC/ MUM / GP/ RS/C-167/ MH
Dt. 13/12/2001 issued to M/s. Chem-Verse Consultants (India) Pvt. Ltd., Plot No. 24,

Panvel Co-op. Indl. Estate, Panvel, Dist: Raigad. ANNEXURE-!
-8-
| Sr Name of Stores Specification to Qualitative Quantitative
No . which stores Capacity Capacity
are
manufactured
29. | CVC NT RUST(LQ)-18) K.V.@ 38°C,CST : Min 12.0

Pour Point°c :Max (-57)
Flash Point°C:Min 135

30. | CVC ARMCLEAN(PS) Appearance: Homogeneous
: liquid Non volatile matter:
Residue 4 to 10% by mass

31. | CVC ARMCLEAN(TC) Density @38°C:1.4410.02
Viscosity @ 30°C by B4
. Cup:12%2 Sec.
| 32. | CVC SILCOLEASE (MP) Specific Gravity: 1.30 ---1.40 4900
| Kinematic Viscosity @40°C, Ltrs/Kg
CST: 0.70---3.50 each Per
33. | CVC ALK ADD Specific Gravity:1.0—1.2 month on
As per K.V@40°C, CST: 1.00-5.00 single shift
Customers | Flash Point°C:Nil basis

34.| CVC ARMCLEAN-610 Specification  "Specific Gravity:1.2—
1.4K.V@40°C, CST: 1.00—
5.00 Flash Point°C:Non
Flammable
35. SYNOL HYLUBE-13 Specific Gravity:0.80—0.90
K.V@40°C, CST: 15.00-30.00
Flash Point°C:Min 180
} 36. CVCARMCLEAN-34 Specific Gravity:1.00—3.00
' K.Vv@40°C, CST: 1.00-5.00
Flash Point: Non Flammabie
37.1 CVC DESCALER-14 Specific Gravity:1.00—2.00
: K.V@40°C, CST: 1.00---5.00
Flash Point°C: Non
Flammable
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STORE DETAILS
Annexure to Govt. Purchase Enlistment Certificate No. NSIC/ MUM / GP/ RS/C-167/ MH

Dt. 13/12/2001 issued to M/s. Chem-Verse Consultants (India) Pvt. Ltd., Plot No. 24,
Panvel Co-op. Indl. Estate, Panvel, Dist: Raigad.

Annexure-l|
-9.
Sr Name of Stores Specification to Qualitative Quantitative
No which stores Capacity Capacity
- are
manufactured
41. | CVC ARMCLEAN-54 Specific Gravity:1.10—3.00
K.V@40°C, CST: 1.00---5.00
Flash Point°C: Non
Flammable 4900
42. | CVC ARMCLEAN-(NF)- Specific Gravity:0.90—1.10 Ltrs/Kg
160 K.V@40°C, CST: 1.00---5.00 Each per
As per Flash Point°C: 160 month on
43. | CVC ARMCLEAN-5547 Customers Specific Gravity:0.96—1.20 single shift
specification | K.v@40°C, CST: 1.00---5.00 basis

Flash Point°C: 160 ,

44, CVC SILICONER OIL Specific Gravity:0.90—1.00
10X K.V@25°C, CST: 100.00

Flash Point°C: 200
45, SYNOL CUT-55 Specific Gravity:0.90—1.00

K.V@40°C, CST: 10.00 Flash

Point °C: Non Flammable
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